Universitat Stuttgart

Ausschreibung Bachelorarbeit / Masterarbeit
Weiterentwicklung eines Traditionsbaustoffes: Gusslehm

Der Traditionsbaustoff Lehm ist durch eine sehr gute Okobilanz gekennzeichnet und ermaglicht die
Umsetzung des cradle-to-cradle-Prinzips. Problematisch ist allerdings die Verflissigung von Lehm
zur Herstellung von Bauteilen. Nur sehr geringe Wassermengen sind hierbei mdglich, da andernfalls
wahrend der Trocknungsphase eine Rissbildung unvermeidlich ist. In der Praxis kénnen somit
Wande nur als sogenannte Stampflehmwande ausgefiihrt werden. Diese Herstellungsmethode ist
sehr zeit- und arbeitsintensiv und fuhrt zu Marktpreisen, die ein Mehrfaches von Stahlbetonwéanden
betragen.

1 Aufgabenstellung

Im Rahmen der Arbeit sollen die Verarbeitungseigenschaften von Lehm so eingestellt werden, dass
die Herstellung, Verarbeitung und Verdichtung mit klassischen Techniken aus dem Stahlbetonbau
maoglich werden.

Dazu sollen die aus der Keramikindustrie bekannten Substanzen auf Tauglichkeit zur Verflissigung
geprift werden. Darlber hinaus gilt es herauszuarbeiten, wie das Erstarren nach der Einbringung in
die Schalung, beeinflusst wird.

2 Anforderungen

» Hohe Eigenmotivation und Bereitschaft, sich in den Themenbereich einzuarbeiten
» Bereitschaft zu praktischen Arbeiten im Labor

Start: ab sofort Sprache: Deutsch oder Englisch

Das Thema kann je nach Interesse und Qualifikation individuell erweitert oder eingeschrénkt werden.

3 Kontakt
Bei Interesse melden Sie sich gerne fur ein unverbindliches Gesprach.

Dr. Christian Baumert

Abteilung Werkstoffe und Konstruktion | Institut flr Werkstoffe im Bauwesen
Pfaffenwaldring 4 | 70569 Stuttgart |

Telefon: +49 (0) 711 685 62794

E-Mail: christian.baumert@iwb.uni-stuttgart.de




Universitat Stuttgart

Announcement for Bachelor's Thesis / Master Thesis
Further development of a traditional building material: cast clay

Clay, a traditional building material, is characterized by an excellent environmental footprint and
enables the implementation of the cradle-to-cradle principle. However, liquefying clay to produce
building components poses a problem. Only very small amounts of water can be added, as otherwise
cracking is inevitable during the drying phase. In practice, walls can therefore only be constructed
as so-called rammed earth walls. This manufacturing method is very time-consuming and labor-
intensive, resulting in market prices that are several times higher than those of reinforced concrete
walls.

1 Task Definition

The aim of this project is to adjust the workability of clay so that it can be produced, processed, and
compacted using traditional techniques from reinforced concrete construction.

To this end, substances commonly used in the ceramics industry will be tested for their suitability for
liquefaction. In addition, it is necessary to determine how setting is affected after the material is
placed in the formwork.

2 Requirements

» High level of self-motivation and a willingness to familiarize yourself with the subject matter
* Willingness to perform hands-on work in the laboratory

Start: from now on Language: German or English

The topic can be individually extended or restricted depending on interest and qualifications.

3 Contact
If you are interested, please get in touch with the following contact.

Dr. Christian Baumert

Materials | Institute of Construction Materials
Pfaffenwaldring 4 | 70569 Stuttgart |

Telefon: +49 (0) 711 685 62794

E-Mail: christian.baumert@iwb.uni-stuttgart.de




