
 
 
 
 

 

 

Ausschreibung – Bachelorarbeit  

Einfluss rezyklierter Gesteinskörnung auf die Frisch- und Festbetoneigenschaften 

Neben der Reduktion von CO₂-Emissionen rückt auch die Schonung natürlicher Ressourcen 

im Betonbau zunehmend in den Fokus. Da Gesteinskörnungen den größten Volumenanteil im 

Beton ausmachen, besteht hier ein erhebliches Potenzial zur Ressourcenschonung durch den 

Einsatz rezyklierter Materialien. Allerdings kann der Einsatz rezyklierter Gesteinskörnungen 

die Frisch- und Festbetoneigenschaften deutlich beeinflussen und unterliegt daher strengen 

normativen Anforderungen. Insbesondere die Korngrößenverteilung und die stoffliche 

Zusammensetzung sind entscheidend. Diese variieren je nach Herkunft, Abbruchverfahren 

und Art des Ausgangsmaterials teilweise erheblich, was zu einer ausgeprägten Heterogenität 

der Eigenschaften führt. 

Aufgabenstellung 

Ziel der der Bachelorarbeit ist es, im Rahmen einer systematischen Literaturrecherche den 

Einfluss der Oberflächeneigenschaften von feinen Brechsanden auf die rheologischen und 

mechanischen Eigenschaften von Mörtel zu untersuchen und zu bewerten. Dabei soll der 

aktuelle Stand der Wissenschaft erfasst und bewertet werden. Im Rahmen der Bachelorarbeit 

sollen die nachfolgenden Punkte bearbeitet werden: 

• Literatursichtung und Beschreibung des Einflusses der feinen rezyklierten 

Gesteinskörnung auf die Frisch- und Festbetoneigenschaften 

• Statistische Betrachtung und Auswertung der Gesteinskörnungseigenschaften von 

Recyclingmaterial (Herkunft, Art/Zusammensetzung, Korngrößenverteilung, Korn-

formeigenschaften) 

• Vergleich feiner Gesteinskörnungen unterschiedlicher Herkunft und deren 

Auswirkungen auf die Frisch- und Festbetoneigenschaften 
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Announcement – Bachelor thesis 

Influence of fine recycled aggregates on fresh and hardened concrete properties 

In addition to reducing CO₂ emissions, the protection of natural resources has become 

increasingly important in concrete construction. Since aggregates account for the largest 

volume fraction in concrete, they offer significant potential for resource conservation through 

the use of recycled materials. However, the use of recycled aggregates can significantly affect 

both fresh and hardened concrete properties and is therefore subject to strict regulatory 

requirements. In particular, the particle size distribution and the material composition play a 

decisive role. These properties vary considerably depending on the source, demolition method, 

and type of parent material, which results in pronounced variability in the material behaviour. 

Definition of task 

The objective of this bachelor’s thesis is to investigate and evaluate the influence of surface 

properties of fine recycled aggregates on the rheological and mechanical properties of mortar 

and concrete based on a systematic literature review. The current state of research should be 

identified and critically assessed. Within the scope of this thesis, the following aspects are 

addressed: 

• Review of the literature and description of the influence of fine recycled aggregates on 

fresh and hardened concrete properties  

• Statistical analysis and evaluation of aggregate properties of recycled materials (origin, 

type/composition, particle size distribution, particle shape characteristics) 

• Comparison of fine aggregates from different sources and their effects on fresh and 

hardened concrete properties 
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